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Optional accessories

�„ ��Machine design can be tailored to 
 suit the needs of the client 
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���„  Y axis - protective tube
Coverage of machine

���„  bed guideways between column and 
saddle partly protected by telescopic 
way cover (only W100A-R)

CE - valid only for the European Union
���„  comprehensive safety elements ac-
cording to the applicable legislation 
and technical standards

���„  operator cover on headstock
���„  original spoke hand wheel replaced 
�F�Ê���Œ�b�È���o���†�†�b�Y���•�Œ�b

���„  stairs to headstock
���„  working area of the machine is fenced 
off

Tension options
���„  50Hz - 3 x 400V, 3 x 415V, 3 x 500V
���„ ���¸�Î���Í���~���½���É���À�À�Î�2�V���½���É���s�s�Î�2�V���½���É���s�¸�Î�2�V��
3 x 480V, 3 x 575V

���„  parameters of electric parts given in 
the tables are valid for option 
3 x 400V / 50Hz

���„  portable control panel PP-100 
(necessary to order together with the 
machine)

���„  outboard support
���„  CHZ-100 tool cooling kit
���„  PVD100-550 spindle guiding support
���„  SP100 spindle clamping support
���„  spindle clamping support up to 
800 rpm

���„  FP40-100 rectangular milling head
���„  UFP40-100 universal milling head
���„  change gear kit for thread cutting
���„  TD50 telescopic tool holder
���„ ���2�,�g�Î�~�À�p�Î�Î�~���+� �p�Î���´�‰�•�•�¼�|���F�•�±�•�Œ�t���F�8�±
���„  VT80-3150-ISO50 smooth boring bar
���„ ���2�,�—�Î�Î�~�À�p�Î�Î�~���+� �p�Î���´�‰�•�•�¼�|���F�•�±�•�Œ�t��
bar

���„  VT100-3150-ISO50 smooth boring 
bar

���„  LLK-150/80 sliding bush of the 
outboard support

���„  LLK-150/100 sliding bush of the 
outboard support

���„  VH80 three-tool boring head
���„  VH80-100 three-tool boring head
���„  VHU-ISO50 universal boring head
���„  UK500 clamping cube
���„ ���-�-�g�Î�Î�V���-�-�•�p�Î�V���-�-�—�—�À�Î���O�†�8�‰�œ�•�Œ�t��
angle plates

���„  spares kit for 3-year operation
���„ ���À�����¼�•�Á�O�|���œ�±�•�F�b�����,���—�½�Î�����
�����
�����Ï����
���„  transport bars (in the container 
necessary)

�+�œ�•�Œ�Y�†�b���´�œ�b�b�Y���±�8�Œ�t�b���8�Œ�Y���n�b�b�Y�´�����—�Î�Î�Ï���8�n�¼�b�±���•�Ç�b�±�|�8�Á�†���8�±�b���¼�|�b���´�8�‰�b���8�´���3�—�Î�Î�Ï�~�*�¡��
�,�|�•�´���•�´���t�•�Ç�b�Œ���F�Ê���Á�´�8�t�b���•�n���Œ�b�È���8�Ç�8�•�†�8�F�†�b���3�—�Î�Î�Ï���´�œ�8�±�b�´�¡

Some of listed accesories are not 
�O�•�‰�œ�8�¼�•�F�†�b���È�•�¼�|�����—�Î�Î�Ï�¡

 Machine parameters (values in the gaps are valid for H100A) 
 Workspindle diameter               100     mm
 Clamping taper  50 ISO
   6 Morse
�� �+�œ�•�Œ�Y�†�b���´�œ�b�b�Y���±�8�Œ�t�b���~���À�½���t�b�8�±�´�� �·�V�—���~���—�—�À�Î�� �±�œ�‰
 Main motor power (7,5) 11 kW
 Speed of main motor  1460 rpm
 Maximum torque of the spindle - Nmin  (1080) 3350 Nm
 Maximum torque of the spindle - Nmax  78,5 Nm
�� �4�h�¼�±�8�Œ�´�Ç�b�±�´�8�†���¼�±�8�Ç�b�†���•�n���¼�8�F�†�b���� �ž�—�À�p�Î�Ÿ���—�¸�Î�Î�� �‰�‰
�� �7�h�†�•�Œ�t�•�¼�Á�Y�•�Œ�8�†���¼�±�8�Ç�b�†���•�n���¼�8�F�†�b���ž�È�•�¼�|���¹���È�•�¼�|�•�Á�¼���•�Á�¼�F�•�8�±�Y���´�Á�œ�œ�•�±�¼�Ÿ�� �—�À�p�Î�� �‰�‰
 Z…longitudinal travel of table (without outboard support) 1750 mm
�� �5�h�Ç�b�±�¼�•�O�8�†���¼�±�8�Ç�b�†���•�n���|�b�8�Y�´�¼�•�O�…�� �—�—�À�Î�� �‰�‰
 W…spindle stroke 900 mm 
�� �,�8�F�†�b���O�†�8�‰�œ�•�Œ�t���´�Á�±�n�8�O�b���� �—�À�p�Î���É���—�À�p�Î�� �‰�‰���É���‰�‰��
 Table loading capacity 3000 kg 
�� �3�•�Y�¼�|���•�n���,�~�´�†�•�¼�´�� �À�½�����g�� �‰�‰
 Centring hole diameter / depth 180H6 / 6 mm
�� ���b�b�Y�´�¡�¡�¡�4�V���5�V���7�V���3�V���-���~���—�g���t�b�8�±�´�� �—�g���~���•�Î�Î�� �‰�‰���¹���‰�•�Œ
�� ���b�b�Y�´�¡�¡�¡�4�V���5�V���7�V���3�V���-���~���½�À���t�b�8�±�´�� �Î�V�Î�À���~���—�À�� �‰�‰���¹���±�b�Ç
�� �,�|�±�b�8�Y���n�b�b�Y�´�¡�¡�¡�4�V���5�V���7�V���3�V���-���~���‰�b�¼�±�•�O���~���—�g���t�b�8�±�´���Î�V�À�p���~���—�À�� �‰�‰���¹���±�b�Ç
�� �,�|�±�b�8�Y���n�b�b�Y�´�¡�¡�¡�4�V���5�V���7�V���3�V���-���~���•�Œ�O�|���~���—�g���t�b�8�±�´�����—�À�Î���~���À�V�p�� �¼�|�±�b�8�Y�´���¹���—�©
�� �*�8�œ�•�Y���¼�±�8�Ç�b�±�´�b�¡�¡�¡�4�V���5�V���7�V���3�V���-���� �À�g�Î�Î�� �‰�‰���¹���‰�•�Œ��
�� �*�8�œ�•�Y���¼�±�8�Ç�b�±�´�b���•�n���¼�8�F�†�b���±�•�¼�8�¼�•�•�Œ�¡�¡�¡�	���� �—�� �±�œ�‰��
 Total power consumption  15 kVA
 Machine weight  14000 kg 
 Total area including CE - approximate  5000 x 7500 mm x mm 

 Facing head parameters
 Facing head diameter               600     mm
�� �
�b�Œ�¼�±�•�Œ�t���|�•�†�b���Y�•�8�‰�b�¼�b�±���¹���Y�b�œ�¼�|���� �À�g�Î���¸���¹���g�� �‰�‰
�� �-�¡�¡�¡�¼�•�•�†���´�†�•�Y�b���¼�±�8�Ç�b�†�� �À�—�Î�� �‰�‰
 Maximal facing diameter 900 mm
�� ���8�O�•�Œ�t���|�b�8�Y���´�œ�b�b�Y���±�8�Œ�t�b���~���—�¸���t�b�8�±�´�� �·�V�—���~���À�À�s�� �±�œ�‰��

 List of  supported standards of tool shanks / clamping adapters for ISO 50
 Tool shank Standard  Adapter
�� ���•�Œ�t���´�|�8�Œ�…���~���‰�b�¼�±�•�O�� �ý�+�����À�À�Î�s�½�À�� �s�—�Î�Î�p�•�·
�� ���•�Œ�t���´�|�8�Œ�…���~���‰�b�¼�±�•�O�� ���������À�Î�g�Î�� �s�—�Î�Î�p�•�·
�� ���•�Œ�t���´�|�8�Œ�…���~���•�Œ�O�|�� ���������À�Î�g�Î�� �s�—�Î�Î�g�•�À
�� �+�|�•�±�¼���´�|�8�Œ�…���~���‰�b�¼�±�•�O�� �ý�+�����À�À�Î�s�½�s�� �s�—�Î�Î�g�Î�•
 Short shank - metric DIN 69871 4100809
�� �+�|�•�±�¼���´�|�8�Œ�…���~���‰�b�¼�±�•�O�� ���Ï�+���	�,���s�Î�½�~�—�•�g�À�� �s�—�Î�Î�g�Î�•
�� �+�|�•�±�¼���´�|�8�Œ�…���~���•�Œ�O�|�� �
�Ï�,���Ï���+�����¹���Ï�+���
���	�p�¡�p�Î�~�—�•�g�p�� �s�—�Î�Î�•�—�½

 Outboard support parameters (not valid for H100A)
�� ���8�O�b���•�n���|�•�†�†�•�È���´�œ�•�Œ�Y�†�b���¼�•���F�b�8�±�•�Œ�t���•�n���•�Á�¼�F�•�8�±�Y���´�Á�œ�œ�•�±�¼�� �����������������À�g�Î�Î�� �‰�‰
�� �	�b�8�±�•�Œ�t���8�É�•�´���8�F�•�Ç�b���¼�8�F�†�b���� �Î���~���—�—�À�Î�� �‰�‰
 Rapid traverse of bearing 696 mm / min
 Bearing bore 150 H7 mm
 Motor power of outboard support 0,55 kW
�� ���•�¼�•�±���´�œ�b�b�Y���•�n���•�Á�¼�F�•�8�±�Y���´�Á�œ�œ�•�±�¼���� �À�·�g�Î�� �±�œ�‰
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